


Product Tanks
Oil, Salvage, Anti-Freeze, Water
Product tanks are constructed of polyethylene material that 
provides for cleaner product storage and lighter weight tanks
(up to 80% lighter per tank).

Available sizes — 55-gal
Fill system — The tanks are �lled from a top-�ll location

Pumping Systems
Oil — Air diaphragm pump
Anti-Freeze and Salvage — Air diaphragm pump 
Grease — Air piston pump

Available Con�gurations
• 2 oil, 1 anti-freeze, and 1 oil salvage
• 2 oil, 1 anti-freeze, 1 oil salvage, and 1 grease (120 lb)
• 3 oil and 1 anti-freeze
• 3 oil, 1 anti-freeze, and 1 grease (120 lb)
• 3 oil and 1 oil salvage
• 3 oil, 1 oil salvage, and 1 grease (120 lb)
• 4 oil
• 4 oil and 1 grease (120 lb)

Hose Reel Location
The hose reels are located on a �xed shelf on the skid 
that allows them to be accessed from the rear of the load 
bed area.

Skid Structure
The skid is constructed of structural tubing with 1/8" 
deckplate with an integral hose reel shelf at the rear, and an
incorporated tank containment cage.

Air Operating System
The skid has a pneumatic quick coupler for providing air to 
the pumping system from a remote air compressor. The pumps
are activated from separate control valves for each system.

Lifting
The skid can be removed from the load bed area with a 
crane or with a fork truck. There are three lift points on the 
skid for lifting with a crane, and fork pockets in the skid for a
fork truck.

Product Pump Locations
Air diaphragm pumps are located on the �oor of the skid 
and the grease system air piston pump is located on the
grease drum.

Optional Accessories
The skid has an option for �nal oil product �ltration between 
the product pumps and the dispensing hose reels.
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